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1. Normal Installation

1.

Install the USB driver “PL2303_DriverInstaller_v1180_20170406.exe”. You find the
installer inside the folder “eC370T Software PC LINK SCPI” -> “USB driver package” ->

“PL2303_Prolific_DriverInstaller_v1_18_0B” of the eC370T software package zip file that
you downloaded.

| @ + | PL2303_Prolific_Driverinstaller_v1_18_0B — O x
Home Share View 0

™ » PL2303_Prolific_Driverlnstaller_v1_18_0B N ) Search PL2303_Prolific_Driverl... @
~
MName Date modified Type Size
7 Quick access
@ Microsoft Certification Report 3, 1:12AM JPG File 123 KB
[ Desktop * ) ) ) }
Hr PL2303 Windows Driver User Manual v1.1... Foxit Reader PDF ... 1,493 KB
¥ Downloads  # PL2303_Driverlnstaller_v1180_20170406 4/6/201710:43 AM  Application 6,683 KB
@ Documents * I/\\)
| Pictures *
¢@ OneDrive
3 This PC
|_j Metwork

o Homegroup

2. Run the USB driver installer by executing the program

4.

“PL2303_Driverlnstaller_v1180_20170406.exe” and restart your computer if prompted.

PL2303 USB-to-Serial Driver Installer Program

PL2303 USB-to-Serial Driver Installer Program
Setup Status

InstaliShield Wizard Complete

PL2303 USB-to-Serial Driver is configuing your new software installation. The InstallShield Wizard has successfully installed PL2303

USB-to-Serial Driver. Before you can use the program, you
must restart your computer.

(@) Yes, | want to restart my computer now.

| (O No, | will restart my computer later.
Remave any disks from their drives, and then click Finish to
complete setup.

Connect the eC370T calibrator to your computer using the USB cable included with your
calibrator, no need to turn the calibrator on.

Right-click the Start icon and select “Device Manager”.
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Inside Device Manager, expand the “Ports” section and look for a device called ”Prolific
USB-to-Serial Comm Port”. Double-click it, and verify in the popup that opens that the
Device status says “This device is working properly.” If it does, the driver installed
successfully and you are done. If not, continue reading and follow the instructions in
section 2 of this USB driver installation guide, “Solution for Error Code 10 in Windows
10”.
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2. Solution for Error Code 10 in Windows 10

1. If you find a problem after installing the USB driver as per section 1, take the following
steps. In most cases, the problem will display as error “Code 10” under “Device status”.
We’re going to uninstall the PL2303 Prolific USB driver you installed in section 1, and will
manually install a different version. First, disconnect the calibrator from the USB port of

your computer.
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2. Right-click the “Start” icon, and select “Programs and Features” (or “Apps and Features”,
depending on your operating system).
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3. Find the PL2303 USB-to-Serial Driver in the list of installed programs/apps. Click on it to
select it, and then click “Uninstall” to uninstall this driver.
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4. Next we're going to tell Windows to not automatically download manufacturers' apps
(temporarily, for this installation only). Right click the “Start” icon and select “System”.
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5. Click on System Info, and select the “Advanced system settings”.
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6. Select the “Hardware” tab and click on the “Device Installation Settings” button.
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7. Inthe Device Installation Settings popup window, select “No” in response to the question
“Do you want to automatically download manufacturers' apps and custom icons
available for your devices?”.
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8. Now we will manually install another version of the USB driver, located inside the “Error
Code 10 drivers” folder of your downloaded and extracted eC370T software package
(“eC370T Software PC LINK SCPI” -> “USB driver package” -> “Error Code 10 drivers”).
We will try version 3.3.2.102 first. If this version does not work, please try version 3.0.1.0.
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9. Follow the prompts during installation of this driver. When prompted to restart your
computer, choose “No, I will restart the computer later.”
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10. Go to “Device manager” as explained in section 1 of this guide. Connect the Mini-USB
cable to the calibrator and a USB port of your computer. Find and expand the “Ports”
section, select the “Prolific USB-to-Serial Comm Port” device, and choose “Update Driver
Software” (or “Update driver”, depending on your operating system).
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Launches the Update Driver Software Wizard for the selected device.

11. Select “Browse my computer for driver software”.

B Update Driver Software - Prolific USB-to-Serial Cornm Port (COMS)

How do you want to search for driver software?

—> Search automatically for updated driver software
Windows will search your computer and the Internet for the latest driver software
for your device, unless you've disabled this feature in your device installation
settings.
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12. Select “Let me pick from a list of device drivers on my computer”.
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13. Select the driver version that you installed in step 8.
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« l Update Driver Software - Prolific USB-to-5erial Comm Port (COM3)
Select the device driver you want to install for this hardware.

Select the manufacturer and model of your hardware device and then click Mext. If you have a
¥ jiskthat contains the driver you want to install, click Have Disk.

Show compatible hardware

Model 2
Prolific USB-to-Serial Comm Port Version: 3.0.1.0 [2/12/2007]

= Prolific USB-to-Serial Comm Peort Vers 3.2.102 [3 )08]

Prolific USB-to-Serial Comm Port Version: 3.4.36.247 [7/26/2012]

Prolific USB-to-Serial Comm Port Versior: 3.8.12.0 [3/3/2017] v
LT SR TY - SO I S R VR S I W oV S . e oY P2

This driver is digitally signed. Have Disk...

Tell me why driver signing is important

-Next Cancel
L

10



14. After the update has finished, connect the Mini-USB cable to the calibrator and a USB
port of your computer. Open Device Manager, find the “Prolific USB-to-Serial Comm Port”
under “Ports”, double-click it and verify that it is working properly now. If not, please
try USB driver version 3.0.1.0 (see step 8).
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15. Once the installed driver is working properly, follow steps 2.4 through 2.7 again, but
this time choose “Yes” in response to the question “Do you want to automatically
download manufacturers' apps and custom icons available for your devices?” in the
Device Installation Settings popup. This will restore this setting to its default
recommended for most device installations.
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